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ATTENZIONE/ATTENTION:
Ceramica Cielo, sconsiglia l’uso di questo WC in combinazione con sistemi di scarico quali flussometri e cassette basse, 
data l’alta variabilità di prestazioni di tali meccanismi di scarico. Sistemi di scarico superiori a 6Lt o con alta pressione 
di esercizio possono generare schizzi dal bacino. In questo caso, si raccomanda di regolare il flusso d’acqua in modo 
opportuno e/o l’uso di un riduttore di portata per eliminare il problema (consultare il produttore del sistema di scarico). 

Ceramica Cielo does not recommend the use of this toilet in combination with flushing systems such as flushometer and low level 
cisterns, given the high variability of performance of such flushing mechanisms. Flushing systems exceeding 6Lt or operating at 
high pressure, can generate splashes from inside the basin. In this case, it is recommended to adjust properly the water flow and/
or the use of a flow reducer in order to avoid the problem (please refer to the flushing system manufacturer for further details).

ATTENZIONE/ATTENTION:
Le misure d’installazione possono presentare leggere differenze rispetto ai pezzi reali in considerazione delle 
caratteristiche del prodotto ceramico. L’azienda si riserva di cambiare schede tecniche e caratteristiche di funzionamento 
degli articoli in ogni momento e senza necessità di preavviso. I pesi possono subire variazioni fino al 20%.

Measure details can show some little difference respect real items, following typical characteristics of ceramics articles 
production. The company reserves the right to change any technical specifications/dimension and/or operating characteristics of 
the products at any time and without giving notice. The ceramic items weight may vary up to 20%.

ACCESSORI/ACCESSORIES:

CPVEJT - coprivaso in termoindurente/ 
thermosetting seat-cover (Made in EU)

CPVEJTF - coprivaso in termoindurente 
frizionato/Thermosetting soft close seat-cover 
(Made in EU)

CPVEJNEWF - coprivaso in 
termoindurente frizionato/Thermosetting 
soft close seat-cover (Made in EU)

508 - staffa di fissaggio  universale per wc 
e bidet sospesi/universal fixing brackets for 
wall-hung wc/bidet
RPB - raccordo dritto a parete/straight pan 
connector for wall trap
PAA - protezione antiurto acustica/ impact 
and acoustic protection panel 

Enjoy - art. EJVS
wc sospeso
wall-hung wc

NOTE/NOTES
Il wc rispetta le normative per il 
risparmio idrico.
The toilet complies with the water saving 
regulations.

PESO NETTO/NET WEIGHT: 18,25 Kg

PCS PALLET: 18
PCS PALLET CONTAINER: 18

FINITURE

FINISHES

Bianco/white - glossy

Le Terre di Cielo

Lavagna

Talco

Arenaria

Pomice

Brina

Basalto

Avena

Cemento

Ottobre 2024

Oltremare

Corallo

Alga

Ninfea

Anemone

Smeraldo

Le Acque di Cielo
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D. The hole must be round. According to the UNI EN 38 EXTERNAL diameter size must be 102mm after firing process. Tolerance must be +/- 5mm
E. According to the UNI EN 38 the distance MUST be 180mm after firing process. Tolerance must be +/- 5mm

C. Fixing holes must be round and clear from any obstruction. According to the UNI EN 38 INTERNAL diameter size must be 25mm after firing process. Tolerance must be +/- 3mm

A. The hole must be round. According to the UNI EN 38 EXTERNAL diameter size must be 15mm after firing process. Tolerance must be +/- 2mm
B. The hole must be round. According to the UNI EN 38 INTERNAL diameter size must be 55mm after firing process. Tolerance must be + 3mm - 1mm

F. According to the UNI EN 38 the distance MUST be 35mm after firing process. Tolerance must be +/- 5mm

45

Allowed tolerance on dimensions after firing process: +/- 3mm
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ATTENZIONE/ATTENTION:
Ceramica Cielo, sconsiglia l’uso di questo WC in combinazione con sistemi di scarico quali flussometri e cassette basse, 
data l’alta variabilità di prestazioni di tali meccanismi di scarico. Sistemi di scarico superiori a 6Lt o con alta pressione 
di esercizio possono generare schizzi dal bacino. In questo caso, si raccomanda di regolare il flusso d’acqua in modo 
opportuno e/o l’uso di un riduttore di portata per eliminare il problema (consultare il produttore del sistema di scarico). 

Ceramica Cielo does not recommend the use of this toilet in combination with flushing systems such as flushometer and low level 
cisterns, given the high variability of performance of such flushing mechanisms. Flushing systems exceeding 6Lt or operating at 
high pressure, can generate splashes from inside the basin. In this case, it is recommended to adjust properly the water flow and/
or the use of a flow reducer in order to avoid the problem (please refer to the flushing system manufacturer for further details).

ATTENZIONE/ATTENTION:
Le misure d’installazione possono presentare leggere differenze rispetto ai pezzi reali in considerazione delle 
caratteristiche del prodotto ceramico. L’azienda si riserva di cambiare schede tecniche e caratteristiche di funzionamento 
degli articoli in ogni momento e senza necessità di preavviso. I pesi possono subire variazioni fino al 20%.

Measure details can show some little difference respect real items, following typical characteristics of ceramics articles 
production. The company reserves the right to change any technical specifications/dimension and/or operating characteristics of 
the products at any time and without giving notice. The ceramic items weight may vary up to 20%.

ACCESSORI/ACCESSORIES:

CPVEJT - coprivaso in termoindurente/ 
thermosetting seat-cover (Made in EU)

CPVEJTF - coprivaso in termoindurente 
frizionato/Thermosetting soft close seat-cover 
(Made in EU)

CPVEJNEWF - coprivaso in 
termoindurente frizionato/Thermosetting 
soft close seat-cover (Made in EU)

508 - staffa di fissaggio  universale per wc 
e bidet sospesi/universal fixing brackets for 
wall-hung wc/bidet
RPB - raccordo dritto a parete/straight pan 
connector for wall trap
PAA - protezione antiurto acustica/ impact 
and acoustic protection panel 

Enjoy - art. EJVSUS
wc sospeso
wall-hung wc

NOTE/NOTES
Il wc rispetta le normative per il 
risparmio idrico.
The toilet complies with the water saving 
regulations.

PESO NETTO/NET WEIGHT: 40,23 lb

PCS PALLET: 18
PCS PALLET CONTAINER: 18

FINITURE

FINISHES

Bianco/white - glossy

Le Terre di Cielo

Lavagna

Talco

Arenaria

Pomice

Brina

Basalto

Avena

Cemento

Febbraio 2025

Oltremare

Corallo

Alga

Ninfea

Anemone

Smeraldo

Le Acque di Cielo

ART: EJLA70

ART: EJBI DESCRIPTION: BACK TO WALL ENJOY BIDET

DATE: MAY 2016

DESCRIPTION: ON TOP WASHBASIN

DATE: MAY 2016

ART: EJLA60

ART: EJVSK DESCRIPTION: WALL-HUNG ENJOY WC RIMLESS

DATE: NOV 2015

DESCRIPTION: WALL-HUNG ENJOY 48 BIDET

DATE: MAY 2016

ART: EJLS140

ART: EJVA DESCRIPTION: BACK TO WALL ENJOY WC

DATE: MAY 2016

ART: EJVS DESCRIPTION: WALL-HUNG ENJOY WC

DATE: JUNE 2016

ART: EJLS120

ART: EJBS DESCRIPTION: WALL-HUNG ENJOY BIDET

DATE: DEC 2015

DESCRIPTION: ON TOP WASHBASIN

ART: EJVSKR DESCRIPTION: WALL-HUNG ENJOY 48 WC RIMLESS

ART: EJLASIT DESCRIPTION: WALL-HUNG ENJOY WC

DATE: DEC 2015

ART: EJLASIQ DESCRIPTION: WALL-HUNG ENJOY BIDET

DATE: DEC 2015

ART: EJLASPT

DATE: MAY 2016

ART: EJVSUS

DATE: FEBRUARY 2025

ART: EJLASPO DESCRIPTION: UNDERCOUNTER OVAL WASHBASIN

DATE: MAY 2016

ART: EJLASPR DESCRIPTION: UNDERCOUNTER RECTANGULAR WASHBASIN

DATE: MAY 2016

DATE: MAY 2016

DESCRIPTION: ON TOP WASHBASIN

DESCRIPTION: UNDERCOUNTER ROUND WASHBASIN

DESCRIPTION: ENJOY WASHBASIN 140

ART: EJBSR

DESCRIPTION: ENJOY WASHBASIN 120

ART: EJLA50

DATE: MAY 2016DATE: MAY 2016

DESCRIPTION: WALL-HUNG ENJOY WC USA

Allowed tolerance on dimensions after firing process: +/- 3mm
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NOTE:

B. The hole must be round. According to the UNI EN 31 diameter size must be < 75mm after firing process.
C. No tolerances after firing process are admitted over this dimension.
D. The specified angle must be 100° and must have planar faces. Tolerance must be +0° / -5° after firing process.
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foro consigliato/
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Allowed tolerance on dimensions after firing process: +/- 3mm

SECTION BACK

SIDE

foro consigliato/
recommended hole

TOP

SECTION BACK

TOP

SECTION BACK

foro consigliato/
recommended hole

Allowed tolerance on dimensions after firing process: +/- 3mm
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Allowed tolerance on dimensions after firing process: +/- 3mm

SIDEFRONT
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** WATER INLET  (HOT-COLD)

° WALL FIXINGS

*  WATER OUTLET WITH SISP

Allowed tolerance on dimensions after firing process: +/- 3mm

back to wall

NOTE:
A. The hole must be round. According to the UNI EN 31 INTERNAL diameter size must be 46mm. Tolerance must be +2mm / - 3mm after firing process.

C. No tolerances after firing process are admitted over this dimension.
D. The specified angle must be 100° and must have planar faces. Tolerance must be +0° / -5° after firing process.

Allowed tolerance on dimensions after firing process: +/- 3mm
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on top hole (with three holes)

on top hole (with side hole)

NOTE:

C. According to the UNI EN 36 the distance MUST be 180mm after firing process. Tolerance must be +/-5mm

A. The hole must be round. According to the UNI EN 36 INTERNAL diameter size must be 35mm after firing process. Tolerance must be +2mm / -1mm
B. The hole must be round. According to the UNI EN 36 INTERNAL diameter size must be 46mm after firing process. Tolerance must be +2mm / -3mm
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on top hole (with one hole)

SCASSO INDICATO PER 1 FORO RUBINETTO. LA SAGOMA VA
ADATTATA NEL CASO DI FORO LATERALE 3 FORI.
RECOMMENDED TOP HOLE IN CASE OF 1 TAP. THE DIMENSION
SHOULD BE ADAPTED IN CASE OF SIDE TAP HOLE3 HOLES.

on top hole (with three holes)

on top hole (with side hole)

NOTE:
A. The hole must be round. According to the UNI EN 31 INTERNAL diameter size must be 46mm. Tolerance must be +2mm / - 3mm after firing process.
B. The hole must be round. According to the UNI EN 31 diameter size must be < 75mm after firing process.
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Allowed tolerance on dimensions after firing process: +/- 3mm
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SCASSO INDICATO PER 1 FORO RUBINETTO. LA SAGOMA VA
ADATTATA NEL CASO DI FORO LATERALE 3 FORI.
RECOMMENDED TOP HOLE IN CASE OF 1 TAP. THE DIMENSION
SHOULD BE ADAPTED IN CASE OF SIDE TAP HOLE3 HOLES.

on top hole (with three holes)

on top hole (with side hole)
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NOTE:
A. The hole must be round. According to the UNI EN 31 INTERNAL diameter size must be 46mm. Tolerance must be +2mm / - 3mm after firing process.

C. No tolerances after firing process are admitted over this dimension.
D. The specified angle must be 100° and must have planar faces. Tolerance must be +0° / -5° after firing process.

*5
02

NOTE:
A. The hole must be round. According to the UNI EN 31 INTERNAL diameter size must be 46mm. Tolerance must be +2mm / - 3mm after firing process.
B. The hole must be round. According to the UNI EN 31 diameter size must be < 75mm after firing process.

Allowed tolerance on dimensions after firing process: +/- 3mm

NOTE:
A. The hole must be round. According to the UNI EN 31 INTERNAL diameter size must be 46mm. Tolerance must be +2mm / - 3mm after firing process.
B. The hole must be round. According to the UNI EN 31 diameter size must be < 75mm after firing process.
C. The specified angle must be 100° and must have planar faces. Tolerance must be +0° / -5° after firing process.
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Enjoy

NOTE:
A. The hole must be round. According to the UNI EN 36 INTERNAL diameter size must be 35mm after firing process. Tolerance must be +2mm / -1mm
B. The hole must be round. According to the UNI EN 36 INTERNAL diameter size must be 46mm after firing process. Tolerance must be +2mm / -3mm

semi recessed washbasin

Allowed tolerance on dimensions after firing process: +/- 3mm

NOTE:

D. The hole must be round. According to the UNI EN 38 EXTERNAL diameter size must be 102mm after firing process. Tolerance must be +/- 5mm

A. The hole must be round. According to the UNI EN 38 EXTERNAL diameter size must be 15mm after firing process. Tolerance must be +/- 2mm
B. The hole must be round. According to the UNI EN 38 INTERNAL diameter size must be 55mm after firing process. Tolerance must be + 3mm - 1mm
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wall-hung and back to wall washbasin
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recommended hole

foro consigliato/
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NOTE:

E. According to the UNI EN 38 the distance MUST be 180mm after firing process. Tolerance must be +/- 5mm

C. Fixing holes must be round and clear from any obstruction. According to the UNI EN 38 INTERNAL diameter size must be 25mm after firing process. Tolerance must be +/- 3mm

A. The hole must be round. According to the UNI EN 38 EXTERNAL diameter size must be 15mm after firing process. Tolerance must be +/- 2mm

F. According to the UNI EN 38 the distance MUST be 35mm after firing process. Tolerance must be +/- 5mm

Allowed tolerance on dimensions after firing process: +/- 3mm
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Allowed tolerance on dimensions after firing process: +/- 3mm
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E. According to the UNI EN 38 the distance MUST be 180mm after firing process. Tolerance must be +/- 5mm

C. Fixing holes must be round and clear from any obstruction. According to the UNI EN 38 INTERNAL diameter size must be 25mm after firing process. Tolerance must be +/- 3mm

A. The hole must be round. According to the UNI EN 38 EXTERNAL diameter size must be 15mm after firing process. Tolerance must be +/- 2mm

F. According to the UNI EN 38 the distance MUST be 35mm after firing process. Tolerance must be +/- 5mm
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Allowed tolerance on dimensions after firing process: +/- 3mm
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D. The hole must be round. According to the UNI EN 38 EXTERNAL diameter size must be 102mm after firing process. Tolerance must be +/- 5mm
C. Fixing holes must be round and clear from any obstruction. According to the UNI EN 38 INTERNAL diameter size must be 25mm after firing process. Tolerance must be +/- 3mm

A. The hole must be round. According to the UNI EN 38 EXTERNAL diameter size must be 15mm after firing process. Tolerance must be +/- 2mm
B. The hole must be round. According to the UNI EN 38 INTERNAL diameter size must be 55mm after firing process. Tolerance must be + 3mm - 1mm
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NOTE:
A. The hole must be round. According to the UNI EN 31 INTERNAL diameter size must be 46mm. Tolerance must be +2mm / - 3mm after firing process.
B. The hole must be round. According to the UNI EN 31 diameter size must be < 75mm after firing process.
C. No tolerances after firing process are admitted over this dimension.
D. The specified angle must be 100° and must have planar faces. Tolerance must be +0° / -5° after firing process.
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Allowed tolerance on dimensions after firing process: +/- 3mm
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undercounter top washbasin
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A. The hole must be round. According to the UNI EN 31 INTERNAL diameter size must be 46mm. Tolerance must be +2mm / - 3mm after firing process.

Allowed tolerance on dimensions after firing process: +/- 3mm
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F. According to the UNI EN 38 the distance MUST be 35mm after firing process. Tolerance must be +/- 5mm

SIDE

B. The hole must be round. According to the UNI EN 38 INTERNAL diameter size must be 55mm after firing process. Tolerance must be + 3mm - 1mm

D. The hole must be round. According to the UNI EN 38 EXTERNAL diameter size must be 102mm after firing process. Tolerance must be +/- 5mm
E. According to the UNI EN 38 the distance MUST be 180mm after firing process. Tolerance must be +/- 5mm

B. The hole must be round. According to the UNI EN 38 INTERNAL diameter size must be 55mm after firing process. Tolerance must be + 3mm - 1mm

D. The hole must be round. According to the UNI EN 38 EXTERNAL diameter size must be 102mm after firing process. Tolerance must be +/- 5mm
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C. The specified angle must be 100° and must have planar faces. Tolerance must be +0° / -5° after firing process.
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B. The hole must be round. According to the UNI EN 31 diameter size must be < 75mm after firing process.

FRONT

*

on top hole (with one hole)
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SIDE

C. The specified angle must be 100° and must have planar faces. Tolerance must be +0° / -5° after firing process.

Allowed tolerance on dimensions after firing process: +/- 3mm

D. Fixing holes must be round and clear from any obstruction. According to the UNI EN 36 INTERNAL diameter size must be 25mm after firing process. Tolerance must be +/-3mm

FRONTFRONT

° WALL FIXINGS

SCASSO INDICATO PER 1 FORO RUBINETTO. LA SAGOMA VA
ADATTATA NEL CASO DI FORO LATERALE 3 FORI.
RECOMMENDED TOP HOLE IN CASE OF 1 TAP. THE DIMENSION
SHOULD BE ADAPTED IN CASE OF SIDE TAP HOLE3 HOLES.

SIDE
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SIDE
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SIDE

B. The hole must be round. According to the UNI EN 31 diameter size must be < 75mm after firing process.
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